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PARTS LIST

ITEM DWG/PART NUMBER NOMENCLATURE OR DESCRIPTION MATERIAL / SPEC QTY
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A2469600

P4105091205-200006-00

Y5-20 MIRROR TANK
FOR 1-BM-A

GUARD COOLANT CONNECTION

STAINLESS STEEL 304 OR 304L

.1 [2.5]

.01 [0.25]

.005 [0.13]

0°30’

125
FUHRMANN 6/14/96

1:1

C1 1

C.BENSON 7/96

FUHRMANN

C.BENSON 7/96

D.SHU 7/96

T.M.KUZAY 7/96

12.45 [316.35]

17.14 [435.35]

2.50 [63.50] INSTALLED LENGHT

7.90 [200.66] EXTENDED LENGHT

INSTALLED LENGHT

3.36 [85.34]

ATMOSPHERE

VACUUM SIDE

5

4 3

2 1

1    #110004 1-1/3 O.D. NONROTATABLE VCUUM FLANGE SST 1

2    #480003 .75 O.D. X .035 WALL 12.45 LG SST 1

3  #112-50-10-EE BELLOWS 1.12 OD .50 ID 10 SEG’T E FLG SST 1

4    #480003 .75 O.D. X .035 WALL X .32 LG SST 1

5    #100004 1-1/3 O.D. ROTATBLE VACUUM FLANGE SST 1

UHV TIGHT
TIG WELD

(3)

MDC VACUUM PRODUCTS CORP.1

FAX: 1-501-887-0626
1-800-443-8817

HAYWARD, CA. 94545-1651
23842 CABOT BLVD.

FAX: 1-203-623-0398
1-203-623-2307

WINDSOR LOCKS, CT 06096
375 ELLA T. GRASSO TURNPIKE

STANDARD BELLOWS CO.2

1

1

2

1

1

2X SCALE

1.25 [31.88]

ANL DOCUMENT #AMS 2685C.
3.  FOR COMPLETE WELDING SPECIFICATIONS, SEE

ANL DOCUMENT #410201-00095.
REQUIREMENTS, TESTING AND DELIVERY PREPARATION, SEE

2.  FOR COMPLETE SPECIFICATIONS ON MACHINING, CLEANING, VACUUM

    PROHIBITED.  USE TRIM SOL OR APPROVED EQUAL LUBRICANT.
   SULPHUR-BASED CUTTING FLUIDS AND ABRASIVES IS
1.  WHEN MACHINING VACUUM PARTS, USE OF SILICONE,

NOTES:

4.  DIMENSIONS IN BRACKETS [  ] ARE MILLIMETERS.


